
1800 338 979  |  www.powersafe.net.au

The safest and most 
advanced power distribution 
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Specifications subject to change without notice,  Version: January 2019.

Numerous Powersafe products are protected by either registered designs, 
trademarks, patents, certification or a combination of IP protection

Powerlock Style Connectors

Cable Assemblies also available

Designed to connect single phase & three phase high current power circuit. 

Connectors are available in cable and panel-mount formats with either crimp or screw 
contacts. Rated at 500A and 800A for single core cables from 25 – 300mm².

The standard safety features include a secondary locking system which requires a key to 
unlock the connection. This is in addition to finger-proofed electrical contacts on all connectors, 
which reduces the risk of accidental contact when the connector is live.
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MADE TOUGH FOR AUSTRALIAN CONDITIONS

From mine and construction sites to outdoor concerts 

and major festivals and markets, Powersafe Products 

are designed and manufactured to deliver safe, reliable 

distribution of power under the toughest of conditions. 

With customisation available on all our products, there 

is no portable power challenge we cannot meet.

VERSATILE 
PORTABLE 

POWER 
SOLUTIONS

Big savings on 
transport and 
storage costs

Up to 24 large stackable Powersafe 
powerboards can be loaded onto one 
pallet, which can significantly lower 

transport and storage costs.

Delivering Australia-wide, with 
stock in Brisbane and Perth.


